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SPARES LIST – 7 SERIES ENGINE OIL 

 

 

 

 

 

 

 

Ref No Risbridger Stock Code Description 

7 PC852 36in Clear Conductive PVC Hose 

1 1870COUPLING Coupling (OMP2506-3 Equivalent) - Viton™ 

 1871 Dust Plug (OMP2506-5 Equivalent) - Viton™ 

2 1997 Sight Glass/Bleed Valve Assembly 

 1600FILTER Filter Element (2 Micron Beta 200)(Engine and Mineral Hydraulic) 

3 UZ7/1 Piston Rod, Handle & Cylinder Assembly 

 786/7.25 Filter Housing & Tailpiece 1/4in BSP (Shut-Off) 

 786/7 Filter Housing & Tailpiece 3/8in BSP (Shut-Off) 

 786/8 Body, Flange, Suction Pipe & Toggles 

4 786/9 Toggles & Straps Only 

 UZ7/5 Seal Kit c/w Valve (Non Shut-Off & Shut-Off T/P) 

5 STABILITY-BASE STABILITY BASE KIT FOR 7 & 8 SERIES PUMPS 

6 UZ/E/06 Suction Pipe & Knob (Quart) 

 UZ/E/06/L Suction Pipe & Knob (Litre) 

 Note: ALTERNATIVE HOSE LENGTHS AVAILABLE 

7 PC851 72in Clear Conductive PVC Hose 

7 PC853 54in Clear Conductive PVC Hose 

 Note: ALTERNATIVE LARGER CAPACITY PISTON AND CYLINDER ASSEMBLY 

 2000 Oversize Cylinder/Piston Assembly (10 Strokes = 1 U.S. Quart) 

 Note: Older clear polyurethane hoses have now been superseded by conductive hose 

assemblies with “PC” prefix. 


